
Is the equipment 
typically dismantled 
prior to turn-in? 
(large chillers, 
retail food 
refrigeration units, 
etc.)

-------YES------

Refrigerant must be removed IAW 
40 CFR 82.156((f)(g)(h) and:

A.  Signed statement included, 
providing:*

1) Names and address of 
person who recovered the 
refrigerant, and

2) Date the refrigerant was 
recovered.

B.  DD Form 1348-IA and
equipment marked with “EMPTY”

(EMPTY-indicates refrigerant 
removed) 

--------------YES--------------- ACCEPTED BY DRMO

|

NO
|

IS IT 
UNSERVICEABLE 
OR SCRAP?
(REFRIGERANT 
REMOVED)
(SUPPLY CODES 
E THRU S)

-------------YES----------

------------------NO------------- REJECTED BY DRMO

|
NO

|

IS IT SERVICEABLE/ 
USABLE? (CONTAINS 
REFRIGERANT)  (SUPPLY 
CODES A THRU D)

Does the generator have a MOU with the DRMO that 
generator will remove refrigerant if property fails 
RTDS or goes to scrap or landfill?

------------NO-------------

|
YES

Accepted by DRMO provided all 
other receipt requirements met

Rejected by DRMO

If the generator has not removed the refrigerant from 
the equipment, the DTID and the property, must be 
marked with a warning: “CONTAINS REFRIGERANT.”  Has 
this been done?

-----NO----- Rejected 
by DRMO

TURN-IN OF REFRIGERATION EQUIPMENT FLOW CHART

|
YES

|

--------YES-----

DAISY Records: Use Supply & Disposal codes to distinguish:
1.  Serviceable/Usable-Contains Refrigerant:  Supply & Disposal Codes  A1 through D7.
2.  Unserviceable/Scrap-Refrigerant Removed: Supply & Disposal Codes E7 through HS/HX.
Ref:  DRMS-I 4160.14, Vol. IV, pages S1-11 to S1-13 or CAT Book Supply/Disposal Codes.
3.  *Retain signed certificate of refrigerant removal with DTID for 3 years from receipt.  
4.  Handle/store property to avoid damage/breakage of refrigerant lines, pipes, or conduits.


